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PROJECT DATA
SITE ADDRESS: CITY OF TURLOCK

901 S WALNUT RD
TURLOCK, CA 95380

PROJECT AREA: 4,530 SQ.FT.
CONSTRUCTION: V-B
SPRINKLERED: NO

PROJECT DIRECTORY

OWNER

FACILITY

ENGINEER OSCAR MOLINA
156 SOUTH BROADWAY, SUITE 150
TURLOCK, CA 95380
P:209.668.5366
OMOLINA@TURLOCK.CA.US

ARCHITECTURAL

RED INC ARCHITECTS

PRINCIPAL ARCHITECT GREG PIRES
1217 J STREET
MODESTO, CA 95354
P:209.522.8900
GREG@REDINCARCHITECTS.COM

PROJECT SCOPE

OVERALL SCOPE OF WORK IS TO PROVIDE NEW ROOFS TO AN EXISTING BUILDING. WORK TO INCLUDE DEMOLITION 
OF THE EXISTING MAIN ROOF AND SURROUNDING MANSARD ROOF AND PROVIDING A NEW KEE STONE ROOF 
SYSTEM AT MAIN ROOF AND STANDING SEAM METAL ROOFING AT MANSARD.

AC ASPHALTIC CONCRETE
ACC ACCESSIBLE
AGG AGGREGATE
A/C AIR CONDITIONER
AL ALUMINUM
AB ANCHOR BOLT
ABV ABOVE
AFF ABOVE FINISH FLOOR

BLK BLOCK
BLKG BLOCKING
BD BOARD

CB CATCH BASIN
CFCI CONTRACTOR FURNISHED 

AND INSTALLED
CG CORNER GUARD
CLG CEILING
COL COLUMN
CONC CONCRETE
CMU CONCRETE MASONRY UNIT
CONT CONTINUOUS OR CONTINUE

DIAG DIAGONAL
DS DOWN SPOUT
DWGS DRAWINGS
Ø DIAMETER

ELECT ELECTRICAL
ELEV ELEVATION
EQ EQUAL
(E) EXISTING
EXH EXHAUST
EXT EXTERIOR

FOS FACE OF STUD
FOF FACE OF FINISH
FLUOR FLUORESCENT
FIN FINISH

PVMT PAVEMENT
PL PLATE
PLN PLAN
PLWD PLYWOOD

RAD RADIUS
RD ROOF DRAIN
RM ROOM
RR RESTROOM

SCH SCHEDULE
SHT SHEET
SIM SIMILAR
SPEC SPECIFICATION
SQ SQUARE
STD STANDARD
STOR STORAGE
SAT SUSPENDED ACOUSTICAL 

TILE
SYS SYSTEM

TEL TELEPHONE
THK THICK
T&G TONGUE & GROOVE
T.O.P. TOP OF PLATE (ELEV.)
TYP TYPICAL

UON UNLESS OTHERWISE 
NOTED

VCT VINYL COMPOSITIONAL 
TILE

VB VINYL BASE
V.I.F. VERIFY IN FIELD

WC WATER CLOSET
WP WEATHER OR WATER 

PROOF
WD WOOD

FLR    FLOOR
FD    FLOOR DRAIN
FTG    FOOTING
FND    FOUNDATION

GA    GAUGE
GALV GALVANIZED
GL    GLASS OR GLAZING
GYP BD GYPSUM BOARD

HDR   HEADER
HVAC HEATING/VENTILATION/AIR 

CONDITIONING
HT    HEIGHT
HORIZ HORIZONTAL
HB    HOSE BIB

INT    INTERIOR

JT    JOINT

LB    LAG BOLT
LAV    LAVATORY
LT    LIGHT

MAX   MAXIMUM
MECH MECHANICAL
MTL    METAL
MIN    MINIMUM

NIC    NOT IN CONTRACT
NTS    NOT TO SCALE

OBS   OBSCURE
OC    ON CENTER
OFCI OWNER FURNISHED AND

   CONTRACTOR INSTALLED
OFOI OWNER FURNISHED AND

   OWNER INSTALLED
OR    OPERATION ROOM
OH    OVER HEAD

ABBREVIATIONS

1. CODES: ALL WORK SHALL CONFORM TO THE FOLLOWING CODES. CONTRACTOR AND THEIR 
SUBCONTRACTORS SHALL HAVE WORKING KNOWLEDGE OF ALL CODES, REGULATIONS AND/OR 
STANDARDS APPLICABLE TO THEIR WORK. CONTRACTOR SHALL MAKE AVAILABLE LISTED 
CODES AT JOB SITE AT ALL TIMES.

APPLICABLE CODES:  2022 C.B.C., C.P.C., C.M.C., C.E.C., C.F.C., C.G.C.
      AND ALL APPLICABLE STATE AND LOCAL REQUIREMENTS

2. SCOPE OF WORK: IT IS NOT INTENDED THAT THE CONTRACT DOCUMENTS INCLUDE EACH AND 
EVERY SUBSYSTEM AND SUBCOMPONENT NECESSARY TO FULLY AND PROPERLY COMPLETE 
THE WORK. SUBSYSTEMS, SUBCOMPONENTS OR DETAILS REQUIRED OR NORMALLY INCLUDED 
AS TRADE PRACTICE MAY NOT BE SPECIFICALLY MENTIONED OR SHOWN.  NEVERTHELESS, 
CONTRACTOR SHALL BE RESPONSIBLE FOR EACH ELEMENT OF THE WORK.

3. EXISTING CONDITIONS: ALL EXISTING CONDITIONS NOT SHOWN OR INDICATED ON THESE PLANS 
ARE TO REMAIN UNCHANGED. FIELD VERIFY EXISTING CONDITIONS AND ALL DIMENSIONS. ANY 
DISCREPANCY BETWEEN DRAWINGS AND ACTUAL WORK SHALL BE BROUGHT TO THE 
ATTENTION OF THE ARCHITECT FOR CORRECTION PRIOR TO COMMENCING WITH THE WORK.

4. IT IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO ASSUME ALL THE SYSTEMS AND SUB-
SYSTEMS DESCRIBED IN THESE DRAWINGS COMPLY WITH APPLICABLE CODES AND ARE A 
COMPLETE AND FINISHED PRODUCT.  ALL INQUIRIES AS TO THE NATURE OF THESE SYSTEMS OR 
APPARENT CONFLICTS, AMBIGUITIES AND OMISSIONS SHOULD BE BROUGHT TO THE ATTENTION 
OF THE ARCHITECT PRIOR TO OBTAINING BIDS FOR CONSTRUCTION COST ESTIMATES. BY 
EXECUTING THE BID AND CONTRACT, THE CONTRACTOR REPRESENTS THAT HE HAS VISITED 
THE SITE, FAMILIARIZED HIMSELF WITH THE LOCAL CONDITIONS, CODES AND REQUIREMENTS 
UNDER WHICH THE WORK IS TO BE PERFORMED AND CORRELATED TO HIS OBSERVATIONS 
WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS. THIS SHALL BE DONE PRIOR TO BID. 

5. THE INTENT OF THE CONTRACT DOCUMENTS IS TO INCLUDE ALL ITEMS NECESSARY FOR THE 
PROPER EXECUTION AND COMPLETION OF THE WORK. THE CONTRACT DOCUMENTS ARE 
COMPLIMENTARY, AND WHAT IS REQUIRED BY ANY ONE SHALL BE AS BINDING AS IF REQUIRED 
BY ALL. WORK NOT COVERED IN THE CONTRACT DOCUMENTS WILL NOT BE REQUIRED UNLESS 
IT IS CONSISTENT THEREWITH AND IS REASONABLY INFERABLE THEREFROM AS BEING 
NECESSARY TO PRODUCE THE INTENDED RESULTS. WORDS AND ABBREVIATIONS WHICH HAVE 
WELL KNOWN TECHNICAL OR TRADE MEANINGS ARE USED IN CONTRACT DOCUMENTS IN 
ACCORDANCE WITH SUCH RECOGNIZED MEANINGS.

6. THE DRAWINGS AND SPECIFICATIONS ARE INTENDED TO BE FULLY EXPLANATORY AND 
SUPPLEMENTARY. HOWEVER, SHOULD ANYTHING BE SHOWN, INDICATED OR SPECIFIED ON ONE 
AND NOT THE OTHER, IT SHALL BE DONE. ALL DRAWINGS SHOULD BE READ IN CONJUNCTION 
WITH THE ENGINEERS DRAWINGS.

7. PROSPECTIVE CONTRACTORS AND SUBCONTRACTORS SHALL SECURE ALL DATA AT THE SITE 
OF THE PROPOSED CONSTRUCTION, SUCH AS EXISTING CONDITION, CONVENIENCE OF 
RECEIVING AND SORTING MATERIALS, LOCATION AND ADEQUACY OF UTILITIES AND OTHER 
INFORMATION WHICH WILL HAVE A BEARING ON MAKING THEIR PROPOSALS OR ON THE 
EXECUTION OF THE WORK IF AWARDED THE CONTRACT, AND NO ALLOWANCE WILL BE MADE 
FOR FAILURE OF THE CONTRACTOR TO OBTAIN SUCH ON-SITE INFORMATION PRIOR TO BIDDING.

8. DRAWINGS AND SPECIFICATIONS SHALL BE CONSIDERED TOGETHER. SHOULD EITHER THE 
DRAWINGS AND THE SPECIFICATION, OR ANY PARTICULAR SPECIFICATION AND GENERAL 
CONDITIONS CONTRADICT EACH OTHER IN ANY POINT, OR REQUIRE CLARIFICATION, THE 
CONTRACTOR MUST CALL THE SAME TO THE ATTENTION OF THE ARCHITECT, AND HIS DECISION 
SHOULD BE OBTAINED PRIOR TO THE SUBMISSION OF BIDS. OTHERWISE THE ARCHITECT'S 
INTERPRETATION WILL GOVERN THE PERFORMANCE OF THE WORK AND NO ALLOWANCE SHALL 
BE MADE ON BEHALF OF THE CONTRACTOR FOR ERROR OR NEGLIGENCE ON HIS PART IN THIS 
CONNECTION. THE CONTRACTOR SHALL BEAR ALL COSTS DUE TO HIS ERRORS AND/OR 
OMISSIONS PRIOR TO BID.

9. SHOULD ANY ERROR OR INCONSISTENCY APPEAR IN THE DRAWINGS OR SPECIFICATIONS, THE 
CONTRACTOR, BEFORE PROCEEDING WITH THE WORK, MUST CLEARLY BRING THE SAME TO 
THE ATTENTION OF THE ARCHITECT FOR PROPER ADJUSTMENT, AND IN NO CASE PROCEED 
WITH THE WORK UNCERTAINLY NOR WITH INSUFFICIENT DRAWINGS.

10. THE CONTRACTOR AND EACH SUBCONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF 
ALL SITE MEASUREMENTS OF THE PROPOSED CONSTRUCTION BUILDING SITE. NO CHARGE OR 
COMPENSATION SHALL BE ALLOWED DUE TO DIFFERENCES BETWEEN ACTUAL DIMENSIONS 
AND DIMENSIONS INDICATED ON THE DRAWINGS. ANY SUCH DISCREPANCY IN DIMENSIONS 
WHICH MAY BE FOUND SHALL BE SUBMITTED TO THE ARCHITECT FOR HIS CONSIDERATION 
BEFORE THE CONTRACTOR PROCEEDS WITH THE WORK IN THE AFFECTED AREA.

11. CONTRACTOR SHALL FOLLOW SIZES IN SPECIFICATIONS OR FIGURES ON DRAWINGS IN 
PREFERENCE TO SCALE MEASUREMENTS AND FOLLOW DETAIL DRAWINGS IN PREFERENCE TO 
GENERAL DRAWINGS AND FOLLOW ACTUAL FIELD CONDITIONS. 

12. WHERE IT IS OBVIOUS THAT A DRAWING ILLUSTRATES ONLY PART OF A GIVEN WORK, WHICH IS 
REPEATED ON A NUMBER OF ITEMS, THE REMAINDER SHALL BE DEEMED REPETITIOUS AND SO 
CONSTRUCTED.

13. CONTRACTOR SHALL NOT PROCEED WITH DETAILING, FABRICATION OR CONSTRUCTION OF ANY 
WORK CONNECTED WITH OR DEPENDENT ON EQUIPMENT FURNISHED BY "OWNER" OR OTHER 
CONTRACTORS - UNTIL HE/SHE HAS OBTAINED APPROVED EQUIPMENT SPECIFICATIONS FROM 
OWNER OR ARCHITECT. CONTACT OWNER OR ARCHITECT FOR CURRENT INFORMATION.

14. ALL WORK COMPLETED BY ANY CONTRACTOR ON THIS PROJECT SHALL BE DONE IN 
ACCORDANCE WITH STATE BUILDING CODES, LOCAL BY-LAWS AND REGULATIONS OF THE 
GOVERNING AUTHORITIES AND ALL OTHER AUTHORITIES HAVING JURISDICTION OVER THE 
BUILDING. THE CONTRACTOR IS RESPONSIBLE FOR KNOWLEDGE AS SUCH PRIOR TO BID.

15. ALL WORK TO COMPLY WITH OWNER REQUIREMENTS. CONTRACTOR TO HAND OVER BUILDING 
TO OWNER IN CLEAN CONDITION AND TO THE SATISFACTION OF THE OWNER.

16. DESIGN BUILD CONTRACTORS ARE FULLY RESPONSIBLE FOR THEIR OWN WORK IN TERMS OF, 
BUT NOT LIMITED TO: ALL CODES, DIMENSIONS, COORDINATION WITH OTHER TRADES, AND ALL 
APPLICABLE MUNICIPAL AND OTHER GOVERNING APPROVALS. EACH TRADE IS RESPONSIBLE 
FOR THE DAILY REMOVAL OF DEBRIS.

18. CONTRACTOR SHALL VERIFY EXACT DIMENSIONS OF ENTIRE BUILDING AND SITE PRIOR TO ANY 
LAYOUT. CONSTRUCTION OR INSTALLATION OF ANY EQUIPMENT. ANY DIMENSIONAL 
DISCREPANCIES THAT WOULD PROHIBIT ANY ITEM OR PIECE OF EQUIPMENT FROM BEING 
LOCATED OR INSTALLED AS INDICATED ON PLAN OR IN SPECIFICATION MUST BE MADE KNOWN 
TO THE ARCHITECT IMMEDIATELY.

19. INSULATION: ALL INSULATION MATERIALS, INCLUDING FACINGS, SUCH AS VAPOR BARRIERS OR 
BREATHER PAPERS INSTALLED WITHIN FLOOR-CEILING ASSEMBLIES, ROOF-CEILING 
ASSEMBLIES, WALLS, CRAWL SPACES OR ATTICS, SHALL HAVE A FLAME SPREAD RATING NOT 
TO EXCEED 25 AND A SMOKE DENSITY NOT TO EXCEED 450 WHEN TESTED IN ACCORDANCE 
WITH SECTIONS 720 AND 803 IN THE 2022 CBC.

20. CONTRACTOR IS RESPONSIBLE FOR RECEIVING, UNLOADING, AND STORAGE OF OWNER-
FURNISHED ITEMS. CONTRACTOR IS TO VERIFY THAT ALL EQUIPMENT (FIXTURES, BOXES, ETC.) 
IS IN ACCORDANCE WITH PACKING LIST, EQUIPMENT SCHEDULE AND/OR SPECIFICATIONS AND 
BEING LOCATED OR INSTALLED AS INDICATED ON PLANS OR IN SPECIFICATIONS. CONTRACTOR 
WILL BE HELD RESPONSIBLE FOR ANY MISSING OR DAMAGED OWNER-SUPPLIED 
FIXTURES/EQUIPMENT AND REDELIVERY OF THE SAME.

21. ALL WOOD AND WOOD PRODUCTS USED THROUGHOUT THE CONSTRUCTION OF THIS BUILDING 
AREA TO HAVE MOISTURE CONTENT OF NO MORE THAN 19% AND SHALL MEET CERTIFIED 
FORESTRY STEWARDSHIP CRITERIA (FSC).

22. CONTRACTOR SHALL PROVIDE INSURANCE PER OWNER'S REQUIREMENTS AND BEAR PROOF 
UPON REQUEST WITHOUT DELAY.

23. PUNCH LIST TO BE COMPLETED AT OWNER'S CONVENIENCE, TYPICALLY WITHIN 3 DAYS UPON 
RECEIPT OF PUNCH LIST. APPLY FOR FINAL PAYMENT WITHIN 30 DAYS USING STANDARD 
CERTIFICATE OF SUBSTANTIAL COMPLETION. FINAL WAIVERS OF LIEN FROM THE GENERAL 
CONTRACTOR AND ALL SUBCONTRACTORS MUST BE SUBMITTED WITH FINAL APPLICATION FOR 
PAYMENT.

24. THESE DRAWINGS AND COPIES THEREOF ARE LEGAL INSTRUMENTS OF SERVICE FOR USE OF 
THE OWNER ONLY. EACH TRADE SHALL BE HELD RESPONSIBLE FOR KNOWLEDGE OF THE 
GENERAL NOTES INCLUDED THROUGHOUT THE CONTRACT DOCUMENTS AND THE APPLICABLE 
BUILDING CODES.

25. GENERAL CONTRACTOR TO SCHEDULE A PRE-CONSTRUCTION MEETING WITH ARCHITECT AND 
SUBMIT ALL REQUIRED CERTIFICATES OF INSURANCE AND BONDS, PRIOR TO COMMENCEMENT 
OF ANY CONSTRUCTION WORK (DEMOLITION INCLUDED).

26. ALL PERMITS (INCLUDING SIGNAGE PERMITS) AND INSPECTION FEES TO BE OBTAINED BY AND 
PAID FOR BY THE G.C.

27. WORK: ALL WORK SHALL BE DONE IN A NEAT AND WORKMAN LIKE MANNER ACCORDING TO THE 
BEST TRADE PRACTICE BY THOSE SKILLED IN THE PARTICULAR TRADE, EQUIPMENT, FIXTURES, 
PIPING, ETC., SHALL BE PLUMB, LEVEL, SQUARE OR CENTERED ETC., EQUIPMENT TO BE 
INSTALLED IN STRICT COMPLIANCE WITH MANUFACTURERS' RECOMMENDATIONS.

29. PLANS: GENERAL CONTRACTOR SHALL MAKE AVAILABLE COMPLETE SETS OF APPROVED 
CONSTRUCTION DOCUMENTS TO HIS OR HER SUBCONTRACTORS FOR REVIEW. EACH 
SUBCONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE COMPLETE SET AND 
COORDINATING ITEMS WHICH PERTAIN TO HIS OR HER WORK WITH OTHER TRADES PRIOR TO 
COMMENCING WITH THE WORK.  BUILDING DEPARTMENT APPROVED DRAWINGS AND ALL JOB 
COPIES OF THE BUILDING PROJECT AND FIRE SYSTEM PLANS AND PERMITS MUST BE ON SITE 
AT ALL TIMES.

30. HAZMAT: CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING EXISTING HAZARDOUS MATERIALS 
(THAT IS, ASBESTOS, LEAD PAINT, ETC.). SHOULD THE CONTRACTOR ENCOUNTER SUCH 
MATERIALS, CONTACT THE OWNER IMMEDIATELY FOR DIRECTIONS FOR REMOVAL AND 
DISPOSAL. ABSOLUTELY NO ASBESTOS CONTAINING FLOOR TILE, FLOOR MASTIC, ROOFING 
MASTIC, OR OTHER BUILDING MATERIALS MAY BE INSTALLED IN OR ON THE PREMISES.

31. WORK SHOWN IS NEW UNLESS SPECIFICALLY NOTED OR OTHERWISE INDICATED AS EXISTING.

32. THE ARCHITECT WILL NOT BE OBSERVING THE CONSTRUCTION OF THIS PROJECT. THE 
CONTRACTOR IS SOLELY RESPONSIBLE FOR THE QUALITY CONTROL AND CONSTRUCTION 
STANDARDS FOR THIS PROJECT. ALL QUESTIONS AND CLARIFICATIONS SHALL BE BROUGHT TO 
THE ATTENTION OF THE OWNER.

33. THE ARCHITECTURAL DRAWINGS SHOW PRINCIPAL AREAS WHERE WORK MUST BE 
ACCOMPLISHED UNDER THIS CONTRACT. INCIDENTAL WORK MAY ALSO BE NECESSARY IN 
AREAS NOT SHOWN ON THE ARCHITECTURAL DRAWINGS DUE TO CHANGES AFFECTING THE 
EXISTING MECHANICAL, ELECTRICAL, PLUMBING OR OTHER SYSTEMS.  SUCH INCIDENTAL WORK 
IS ALSO PART OF THIS CONTRACT. INSPECT THOSE AREAS AND ASCERTAIN WORK NEEDED AND 
DO THAT WORK IN ACCORDANCE WITH THE CONTRACT REQUIREMENTS AT NO ADDITIONAL 
COST.

34. TRADE, PRODUCT OR MANUFACTURER'S NAME OR CATALOG NUMBERS SHOWN ON THE 
DRAWINGS FOR NEW PRODUCTS ARE TO ESTABLISH QUALITY REQUIRED. IN EACH CASE ADD BY 
INFERENCE AFTER TRADE, PRODUCT OR MANUFACTURER'S NAME THE PHRASE "OR APPROVED 
EQUAL". TRADE PRODUCT OR MANUFACTURER'S NAME OR CATALOG NUMBERS AND INDICATION 
OF PRODUCT TYPES, SUCH AS "GLASS FIBER INSULATION", SHOWN ON THE DRAWINGS FOR 
EXISTING PRODUCTS ARE BELIEVED TO BE ACCURATE.  IF THEY ARE DISCOVERED TO BE 
INACCURATE, NOTIFY ARCHITECT IMMEDIATELY AND DO NOT PROCEED WITHOUT 
INSTRUCTIONS.

35. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING LABOR, MATERIALS, AND EQUIPMENT 
NECESSARY FOR THE PROPER EXECUTION AND COMPLETION OF THE WORK.

DEMO NOTES

1. ROOFING PLAN IS INTENDED TO AID CONTRACTOR IN DETERMINING THE EXTEND OF THE NECESSARY WORK. IT 
DOES NOT NECESSARILY DEPICT THE ACTUAL, OR ALL OF THE DEMOLITION WORK. CONTRACTOR IS 
RESPONSIBLE FOR ALL DEMOLITION WORK REQUIRED TO COMPLETE THIS PROJECT. CONTRACTOR TO STUDY 
THESE CONSTRUCTION DOCUMENTS AND PERFORM A THOROUGH FIELD INVESTIGATION PRIOR TO BIDDING THE 
PROJECT. CONTRACTOR IS RESPONSIBLE FOR ANY AND ALL REQUIRED ENGINEERED SHORING FOR THE 
PROJECT.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR IDENTIFYING HAZARDOUS MATERIALS FOUND IN PROJECT AREA 
DURING DEMOLITION, SUCH AS ASBESTOS, LEAD PAINT, ETC. SEE GENERAL NOTES FOR FURTHER INFO.

3. PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL CONSULT WITH OWNER REGARDING EXISTING ITEMS 
OWNER MAY WISH TO KEEP. THE CONTRACTOR IS RESPONSIBLE FOR DISCARDING ALL CONSTRUCTION DEBRIS. 
THE OWNER WILL REMOVE ALL NON-FIXED ITEMS THEY WISH TO KEEP. ALL DEMO'D FIXTURES, EQUIPMENT, ETC. 
KEPT BY THE OWNERS SHALL REMAIN ON SITE.

4. CONTRACTOR TO PATCH, REPAIR AND PREP ALL EXISTING SURFACES RECEIVING NEW OR TOUCH UP FINISHES 
AS NEEDED.

5. ALL EXISTING RATED ASSEMBLIES ARE TO REMAIN INTACT. REPAIR AFTER DEMO WORK AS NECESSARY.

6. FIELD VERIFY ALL EXISTING PIPE SIZES AND LOCATIONS, ADJUST WORK (AT NO ADDITIONAL COST) AS NEEDED 
FOR ACTUAL FIELD CONDITIONS.

7. ALL EXISTING STRUCTURAL ROOF FRAMING TO REMAIN (U.O.N).
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REFERENCE PHOTO A

VIEW LOOKING SOUTH

REFERENCE PHOTO B

VIEW LOOKING NORTHEAST

REFERENCE PHOTO C

VIEW LOOKING NORTH

REFERENCE PHOTO D

VIEW LOOKING EAST

REFERENCE PHOTO E

VIEW LOOKING EAST

REFERENCE PHOTO F

VIEW LOOKING EAST

REFERENCE PHOTO G

VIEW LOOKING SOUTH

REFERENCE PHOTO H

VIEW LOOKING SOUTH
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OPERATIONS BUILDING
NOT IN SCOPE

MODULAR BUILDING
NOT IN SCOPE

PUMP STATION NO. 1
NOT IN SCOPE

MAINTENANCE BUILDING
NOT IN SCOPE

AIR PUMP GAS STATION

EXISTING ASPHALT PAVING

PUMP STATION NO. 2
NOT IN SCOPE

VACUATOR
NOT IN SCOPE

ANAEROBIC DIGESTER
NO.3

NOT IN SCOPE

EXISTING ASPHALT PAVING

ANAEROBIC DIGESTER
NO.1

NOT IN SCOPE

ANAEROBIC DIGESTER
NO.2

NOT IN SCOPE
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1/4" = 1'-0"1 OVERALL EXISTING AND DEMOLITION ROOF PLAN
N

1 EXISTING CURB-MOUNTED HVAC UNIT - FIELD VERIFY
CLEARANCE WITH PROPOSED FINISHED ROOF HEIGHT AND
MODIFY CURB AS NEEDED TO MAINTAIN MINIMUM CLEARANCE
PER DETAIL 1/AD01

2 EXISTING ANTENNA TOWER - FIELD VERIFY CONDITION OF
TOWER ATTACHMENT TO ROOF DECK - NOTIFY OWNER AND
ARCHITECT IF ADDITIONAL SUPPORT IS NEEDED

3 PREP EXISTING PIPE PENETRATIONS FOR NEW FLASHING - IF
THE PIPE PENETRATION ABOVE THE FINISHED ROOF HEIGHT IS
LESS THAN 8", REPLACE PIPE TO MEET THIS MINIMUM AMOUNT

4 REMOVE ALL EXISTING GUTTER AND RAINWATER LEADERS -
FIELD VERIFY EXISTING CONDITIONS FOR ANY DAMAGE -
NOTIFY OWNER AND ARCHITECT OF ANY AREAS THAT NEED TO
BE REPLACED

5 REMOVE ALL EXISTING ROOF TILES AND BUILDING PAPER -
NOTIFY OWNER AND ARCHITECT OF ANY DAMAGED PLYWOOD
SHEATHING

6 REMOVE ALL EXISTING ROOFING DOWN TO DECK SHEATHING -
NOTIFY OWNER AND ARCHITECT OF ANY DAMAGED PLYWOOD
SHEATHING

7 REPLACE ALL EXISTING CONDENSATE DRAIN PIPE - SEE SHEET
A401 FOR PIPE TERMINATION

8 REMOVE EXISTING CAPPED CURB - REPAIR ROOF DECK AT
OPENING

9 REMOVE ALL EXISTING DOWNSPOUTS WHERE OCCUR - FIELD
VERIFY LOCATIONS - PATCH AND REPAIR EXISTING SIDING

10 REMOVE ALL EXISTING COPING - NOTIFY OWNER AND
ARCHITECT OF ANY DAMAGED PLATES

11 EXISTING CYLINDER ELEMENT AND CONNECTED GREY WIRE TO
REMAIN IN USE - PROTECT BOTH DURING DEMOLITION

12 EXISTING WIRES TO REMAIN IN USE - PROTECT WIRES DURING
ROOFING DEMOLITION

DATE DESCRIPTION
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GENERAL NOTES

1. EXISTING ROOFING TO BE REMOVED INCLUDING ALL 
FLASHING AND TRIM. PRESERVE EXISTING ROOF DECK. 
NOTIFY OWNER AND ARCHITECT OF ANY DAMAGE PRIOR TO 
PROCEEDING WITH NEW ROOF INSTALLATION.

2. VERIFY WITH OWNER WHETHER ANY EXISTING 
PENETRATIONS CAN BE ABANDONED AND CAPPED PRIOR 
TO INSTALLATION OF NEW ROOFING.

3. CONTRACTOR TO CLEAN ALL EXISTING 
DRAINS/DOWNSPOUTS TO REMAIN AND REMOVE DEBRIS. IF 
DAMAGED OR IN NEED OF REPLACEMENT, NOTIFY OWNER 
AND ARCHITECT.

4. ALL ROOF PENETRATIONS SHALL BE A MINIMUM OF 8" 
ABOVE THE FINISHED ROOF HEIGHT.

5. IF THE HORIZONTAL DIAPHRAGM IS MODIFIED OR 
REPAIRED, STRUCTURAL OBSERVATION BY A DESIGN 
PROFESSIONAL IS MANDATED PER ASCE-7 FOR ESSENTIAL 
BUILDINGS. THE DESIGN PROFESSIONAL SHALL PROVIDE 
SHEATHING AND NAILING PATTERNS, BLOCKING AND 
BOUNDARY ELEMENTS AS REQUIRED FOR A PROPER 
REPAIR.
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KEYNOTES

N

1/4" = 1'-0"1 ROOF PLAN

1 REPLACEMENT CONDENSATE DRAIN PIPE TO MATCH SIZE OF
EXISTING - PROVIDE RUBBER BLOCKS AND SLIP SHEETS AT 4'-0"
O.C. AND TERMINATE PIPE AS SHOWN

2 EXISTING HVAC UNIT - MODIFY CURB AS NEEDED TO PROVIDE
REQUIRED CLEARANCES - SEE DETAIL 1/AD01

3 EXISTING ANTENNA TOWER - TOWER TO REMAIN ATTACHED TO
ROOF DECK - FIELD WRAP EACH TOWER LEG WITH ROOF
MEMBRANE BOOT SIMILAR TO DETAIL 5/AD01

4 EXISTING PIPE PENETRATION - PREPARE PIPE FOR NEW
FLASHING PER DETAIL 5/AD01 - IF THE PIPE PENETRATION
ABOVE THE FINISHED ROOF HEIGHT IS LESS THAN 8", REPLACE
PIPE TO MEET THIS MINIMUM AMOUNT

5 TYPICAL TAPERED POLYISO ROOF CRICKET - SLOPE TO DRAIN
AS INDICATED

6 ROOF DRAIN AND OVERFLOW - INSTALL PER MANUFACTURER
SPECIFICATIONS - CONNECT RAIN WATER LEADER TO NEW
DOWNSPOUT BELOW SOFFIT AND DAYLIGHT ONTO SPLASH
BLOCK - DAYLIGHT OVERFLOW DRAIN AT BOTTOM OF SOFFIT -
DO NOT DRAIN ONTO WALKWAYS - SEE DETAIL 18/AD01

7 EXTENT OF ROOF WALKWAY PADS SHOWN FOR REFERENCE -
PAD SECTIONS TO BE CUT TO NOT OVERLAP ROOF MEMBRANE
SEAMS PER SPECIFICATIONS - SEE DETAIL 3/AD01 - VERIFY
EXTENTS WITH OWNER PRIOR TO INSTALLATION

8 EXISTING WIRE TO REMAIN IN USE - PROVIDE A PELICAN HEAD
FLASHING AND REROUTE WIRE THROUGH FLASHING -
COORDINATE ANY WIRING DISCONNECT WITH OWNER PRIOR
TO FLASHING INSTALLATION

9 EXISTING CYLINDER ELEMENT AND CONNECTED GREY WIRE TO
BE PLACED IN SAME LOCATION AFTER ROOFING INSTALLATION

10 PROVIDE NEW ROOFING SYSTEM WITH CONTINUOUS 4"
POLYISO INSULATION AND MINIMUM R-24 - SEE DETAIL 15/AD01 -
SLOPE INSULATION AS NEEDED TO PROVIDE MINIMUM ROOF
SLOPE AS INDICATED

DATE DESCRIPTION
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KEYNOTES

1/4" = 1'-0"1 NORTH ELEVATION

1/4" = 1'-0"2 EAST ELEVATION

1/4" = 1'-0"3 SOUTH ELEVATION

1/4" = 1'-0"4 WEST ELEVATION

1 TYPICAL EXISTING SIDING TO REMAIN - NOT IN SCOPE

2 TYPICAL EXISTING WINDOWS TO REMAIN - NOT IN SCOPE

3 EXISTING DOOR TO REMAIN - NOT IN SCOPE

4 REMOVE EXISTING COPING

5 REMOVE ALL EXISTING DOWNSPOUTS WHERE OCCUR - FIELD
VERIFY LOCATIONS - PATCH AND REPAIR EXISTING SIDING

6 REMOVE EXISTING ROOF TILES AND BUILDING PAPER - NOTIFY
OWNER AND ARCHITECT OF ANY DAMAGED PLYWOOD
SHEATHING
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1/4" = 1'-0"1 NORTH ELEVATION

1/4" = 1'-0"2 EAST ELEVATION

1/4" = 1'-0"3 SOUTH ELEVATION

1/4" = 1'-0"4 WEST ELEVATION

1 PAINTED CONTINOUS 22 GA G.S.M. COPING - SEE DETAIL
12/AD01

2 METAL ROOF HIP TRIM - SEE DETAIL 11/AD01

3 STANDING SEAM ROOFING SYSTEM BY R-MER LOC OR
APPROVED EQUAL

4 24 GA GSM DOWNSPOUT - CONNECT TO NEW ROOF DRAIN
LEADER - SEE BUILDING SECTIONS
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1 4/02/2025 BACK CHECK 01



ROOF
11'-3"

CEILING
8'-0"

3

B.O. MANSARD FRAMING
8'-5 1/2"

T.O. (E) MANSARD FRAMING
12'-0 1/2"

2X4 AT EACH STUD

2X4 LEDGER

REMOVE EXISTING ROOF TILES AND 
BUILDING PAPER - NOTIFY OWNER 
AND ARCHITECT OF ANY DAMAGED 
PLYWOOD SHEATHING

FIELD VERIFY CONDITION OF EXISTING 
FRAMING AND NOTIFY OWNER AND 
ARCHITECT OF ANY DAMAGED AREAS 
THAT NEED REPAIR

REPLACE EXISTING SOFFIT FINISH 
WITH 3/4" OSB PLYWOOD - PAINT TO 
MATCH EXISTING

1'-6" TYPICAL

12

AD01

8

AD01

4

AD01

ROOF DRAIN WHERE OCCURS -
SEE ROOF PLAN

(3) 2x PLATES TYPICAL

REMOVE EXISTING COPING 
AND FIELD VERIFY CONDITION 
OF EXISTING PLATES - NOTIFY 
OWNER AND ARCHITECT OF 
ANY DAMAGED PLATES

T.O. MANSARD FRAMING
12'-5"

HORIZONTAL AND VERTICAL LATERAL FORCE 
RESISTING SYSTEM (SHEAR WALLS AND DIAPHRAGM 
SHEATHING) SHALL NOT BE ALTERED WITHOUT PRIOR 
KNOWLEDGE OF ARCHITECT OF RECORD AND OWNER

1

1

1
1

ROOF
11'-3"

CEILING
8'-0"

A

B.O. MANSARD FRAMING
8'-5 1/2"

T.O. (E) MANSARD FRAMING
12'-0 1/2"

2X4 AT EACH STUD

2X4 LEDGER

REMOVE EXISTING ROOF TILES AND 
BUILDING PAPER - NOTIFY OWNER 
AND ARCHITECT OF ANY DAMAGED 
PLYWOOD SHEATHING

FIELD VERIFY CONDITION OF EXISTING 
FRAMING AND NOTIFY OWNER AND 
ARCHITECT OF ANY DAMAGED AREAS 
THAT NEED REPAIR

REPLACE EXISTING SOFFIT FINISH 
WITH 3/4" OSB PLYWOOD - PAINT TO 
MATCH EXISTING

3" CAST IRON NO-HUB PIPE WHERE 
OCCURS - MINIMUM SLOPE 1/4" PER 1'-0" -
PROVIDE PIPE SUPPORT AT EXISTING 
WALL AND STEEL PIPE RISER CLAMP AT 
BOTTOM OF SOFFIT FRAMING - PROVIDE 
ADAPTER TO CONNECT TO NEW 
DOWNSPOUTS

REMOVE ALL EXISTING DOWNSPOUTS 
AND PATCH AND REPAIR EXISTING 
SIDING - FIELD VERIFY LOCATIONS

12

AD01

REMOVE EXISTING GUTTER AND 
RAIN WATER LEADER - FIELD 
VERIFY EXISTING CONDITIONS FOR 
ANY DAMAGE - NOTIFY OWNER AND 
ARCHITECT OF ANY AREAS THAT 
NEED TO BE REPLACED

ROOF DRAIN WHERE OCCURS -
SEE ROOF PLAN

ROOF CRICKET WHERE 
OCCURS - SEE ROOF PLAN

8

AD01

PROVIDE 24 GA GSM DOWNSPOUT 
AT EACH ROOF DRAIN - DAYLIGHT 
DRAIN ONTO SPLASH BLOCK -
FIELD VERIFY LOCATIONS TO AVOID 
DRAINING ONTO WALKWAYS

(3) 2x PLATES TYPICAL

REMOVE EXISTING COPING 
AND FIELD VERIFY CONDITION 
OF EXISTING PLATES - NOTIFY 
OWNER AND ARCHITECT OF 
ANY DAMAGED PLATES

T.O. MANSARD FRAMING
12'-5"

HORIZONTAL AND VERTICAL LATERAL FORCE 
RESISTING SYSTEM (SHEAR WALLS AND DIAPHRAGM 
SHEATHING) SHALL NOT BE ALTERED WITHOUT PRIOR 
KNOWLEDGE OF ARCHITECT OF RECORD AND OWNER
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8
" 

M
IN

.

1
" 

M
IN

.

COVERBOARD

INSULATION

CANT STRIP

UNIT MOUNTING CURB

EXISTING WOOD DECK

NOTE:
REFERENCE SPECIFICATION FOR 
MEMBRANE ADHESIVE TYPE, AND 
INSULATION/COVER BOARD TYPE 
AND ATTACHMENT METHOD.

FLASHING RECEIVER

WOOD NAILER NOMINAL

SEALING MATERIAL -
MUST BE CONTINUOUS 
ON THE PERIMETER

 

BASE OF UNIT EXTENDS 1/2" 
MINIMUM BEYOND AND DOWN 
OVER TOP OF CURB

SEALANT, REFERENCE 
SPECIFICATION

METAL COUNTERFLASHING 
FASTENED 8" O.C. SCREW OR 
RIVET TO FLASHING RECEIVER 
ONLY

TERMINATION BAR FASTENED @ 
8" O.C. MAX. THROUGH BUTYL 
TAPE

60 MIL NON-FLEECE BACKED KEE 
CAP FLASHING PLY 3" MIN. ON 
FIELD

MODIFIED BASE FLASHING PLY 6" 
MIN. ON FIELD

60 MIL FLEECE BACKED KEE 
MEMBRANE

MODIFIED BASE PLY

HOT AIR WELD

WATER CUT-OFF MASTIC

8
" 

M
IN

.

COVERBOARD

INSULATION

CANT STRIP

60 MIL NON FLEECE BACKED KEE 
CAP FLASHING PLY 3" MIN. [76MM] 
ON FIELD

MODIFIED BASE FLASHING PLY 6" 
MIN. [152 MM] ON FIELD

60 MIL FLEECE BACK KEE 
MEMBRANE

EXISTING WOOD DECK

ATTACH NEW COUNTERFLASHING 
W/ S.S. RIVETS

SEALANT, REFERENCE 
SPECIFICATION

TERMINATION BAR FASTENED @ 8" 
O.C. MAX, [203MM] THROUGH BUTYL 
TAPE

MODIFIED BASE PLY

HOT AIR WELD

WATER CUT-OFF MASTIC

NOTE:
REFERENCE SPECIFICATION FOR 
MEMBRANE ADHESIVE TYPE, AND 
INSULATION/COVER BOARD TYPE 
AND ATTACHMENT METHOD.

MODIFIED 
BASE PLY

60 MIL FLEECE 
BACKED KEE 
MEMBRANE - SEE 
SPECIFICATIONS

INTERPLY ADHESIVE

COVERBOARD PER 
DETAIL

INSULATION PER 
DETAIL

EXISTING WOOD DECK

NOTE:
REFERENCE SPECIFICATION FOR 
MEMBRANE ADHESIVE TYPE, AND 
INSULATION/COVER BOARD TYPE 
AND ATTACHMENT METHOD.

/7 AD01

/6 AD01

SLOPE = ½:12

NOTE:
REFERENCE SPECIFICATION FOR MEMBRANE ADHESIVE TYPE, 
AND INSULATION/COVER BOARD TYPE AND ATTACHMENT METHOD.

DRAIN BOWL & CLAMP

3" CAST IRON 
LEADER

NO HUB 
CONNECTIONS

COVERBOARD

INSULATION, FIT 
TIGHT TO DRAIN

WOOD DECK

FASTENER(S) & STRESS 
PLATE(S) 12" O.C. 
AROUND SUMP AREA

60 MIL FLEECE BACKED KEE MEMBRANE, 
SET IN SPECIFIED ADHESIVE

WATER CUT-OFF MASTIC

HOT AIR WELD

ROOF DRAIN

60 MIL NON-FLEECE BACKED KEE MEMBRANE, 
SET IN SPECIFIED ADHESIVE

MODIFIED BASE FLASHING 
PLY 6" MIN. [152MM] ON FIELD

SOFT METAL FLASHING (30" MIN.) SET IN MASTIC, 
WRAPPED DOWN 2" MIN., PRIME TOP SURFACE

MODIFIED BASE PLY

OVERFLOW - SEE PLUMBING DRAWINGS

2" EXTERNAL WATER DAM FOR 
OVERFLOW DRAINAGE

 

1 5/8"

 

6 3/8"

8" (N
OM.)

PANEL

PANEL CLIP

FASTENERS (2) 
TWO PER CLIP

SUBSTRATE (BY 
OTHERS) TYP.

S
P

E
C

IF
Y

#44-1/8" S.S. RIVETS SEE 
EAVE CLOSURE DETAIL 
FOR ATTACHMENT

DRIP STIFFENER

EAVE TRIM

Z-CLOSURE TRIM CUT TO 
FIT TIGHTLY BETWEEN 
SEAMS SET IN SEALANT 
BED

3
 3

/1
6
"

*

 1/2"

 
1

"

 

1
/4

"

SEAM END CLOSURE 
INSERT FIELD FORMED 
FROM FLAT SHEET

SEAM END 
CLOSURE INSERT

SEALANT

#44 - 1/8" STAINLESS STEEL 
RIVETS, PRE-PAINTED TO 
MATCH ROOF PANELS.

2" LAP @ JOINTS. DO NOT 
PENETRATE LAP WITH 
RIVETS.

2
" LA

P

PANEL EDGE STIFFENER 
DOUBLE MATERIAL 
THICKNESS

RIVETED TO PANEL EDGE 
AS ILLUSTRATED. EAVE 
TRIM

HOLD-DOWN

EQ. EQ. EQ. EQ. EQ.

 1"

PANEL

PANEL CLIP

FASTENERS (2) 
TWO PER CLIP

SUBSTRATE (BY 
OTHERS) TYP.

#44-1/8" S.S. RIVETS SEE 
EAVE CLOSURE DETAIL 
FOR ATTACHMENT

DRIP STIFFENER

EAVE TRIM

HOLD DOWN STRIP

 

6 3/8"

 

1 5/8"

8" (N
OM.)

S
P

E
C

IF
Y

4 ADHESIVE RIBBONS 
EQUALLY SPACED AT 12" 
(15.2CM) O.C. (TYP.)

ADHESIVE RIBBON 
ENLARGED FOR CLARITY

TYPICAL ZONE 1 INSULATION BOARD ADHESIVE PATTERN: 12" O.C. BEADS PER BOARD

6
"

3 SPACES @ 24"

4
'-
0
"

2
'-
0
"

1'-0"

ZONES 1, 2 AND 3 INSULATION BOARD FASTENER PATTERNS: 12 FASTENERS PER BOARD (1:2.67 SQ. FT)

8
" 

M
IN

.

PIPE PENETRATION

STAINLESS STEEL 
WORM GEAR CLAMP

PREPARE AND CLEAN 
PIPE PRIOR TO 
APPLYING FLASHING

NOTE:
REFERENCE SPECIFICATION FOR 
MEMBRANE ADHESIVE TYPE, AND 
INSULATION/COVER BOARD TYPE 
AND ATTACHMENT METHOD.

SEAL GAP AROUND 
PIPES W/ FOAM

SEALANT, REFERENCE SPECIFICATION

"PRE-MOLDED" FLASHING

60 MIL FLEECE BACKED KEE MEMBRANE

MODIFIED BASE PLY

HOT AIR WELD

WATER CUTOFF MASTIC

COVERBOARD

INSULATION

EXISTING WOOD DECK

FASTENER(S) & 
STRESS PLATE(S), 
(MIN. 4 FASTENERS)

COPING COVER - SLOPE PER 
SPECIFICATION - SEE DETAIL 12/AD01

EXTEND PLIES OVER PLATES -
FASTEN 8" O.C.

60MIL THEMOPLASTIC FB MEMBRANE 
3" MIN ON FIELD, HEAT WELD

6" CONCEALED SPLICE PLATE AT EACH 
JOINT

BASE FLASHING PLY 6" MIN ON FIELD

60 MIL THERMOPLASTIC 
FB MEMBRANE

BASE PLY

CANT STRIP

INSULATION STAGGER ALL JOINTS, 
FASTEN PER SPECIFICATIONS

EXISTING MANSARD FRAMING -
SEE SECTIONS

2
4
" 

M
A

X

FASTENERS WITH NEOPRENE WASHER

EXISTING PLATE

1

3" NOM.

PANEL

PANEL CLIP

SILL STIFFENER

#44-1/8" S.S. 
RIVET - SEE 
VALLEY CLOSURE 
FOR SPACING 

SILL TRIM

FASTENERS (2) 
TWO PER CLIP

SUBSTRATE (BY 
OTHERS) TYP.

NOTE:
NO FASTENER PENETRATIONS THROUGH PANEL AT RIDGE

 

1 1/8"

 

3 5/16"

 
1 / 2 "

*

PANEL

PANEL CLIP

Z-CLOSURE TRIM CUT 
TO FIT TIGHTLY 
BETWEEN SEAMS SET 
IN SEALANT BED

RIDGE/HIP TRIM

FASTENERS - SEE HEAD 
ASSEMBLY DETAIL FOR 
SPACING

SUBSTRATE (BY OTHERS) TYP.

 
3

 7
/1

6
"

 
1

1
/1

6
"

COPING

Z-CLOSURE 
TRIM CUT TO 
FIT TIGHTLY 
BETWEEN 
SEAMS SET IN 
SEALANT BED

PANEL CLIP

PANEL

SUBSTRATE (BY OTHERS) TYP.

FASTENERS (2) TWO PER CLIP

FASTENERS - SEE 
HEAD ASSEMBLY 
DETAIL FOR SPACING

3/8" SHIM REQ'D

SEE DETAIL 
4/AD01

22 GA 
CONTINUOUS 
CLEAT

10'-0"

6"

6"

WALKWAY PAD NOTES:

• DO NOT INSTALL IN CONTINUOUS SECTIONS EXCEEDING 10' IN LENGTH
• DO NOT INSTALL OVER FIELD MEMBRANE OR FLASHING MEMBRANE SEAMS 
• ADHERE THE WALKWAY TO THE FIELD MEMBRANE WITH BONDING ADHESIVE
• HOT AIR WELD A 2" EDGE AROUND THE WALKWAY TO THE FIELD MEMBRANE

2" HOT AIR WELD

2" HOT AIR WELDED 
FIELD MEMBRANE
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1 1/2" = 1'-0"1

CURB DETAIL / AIR
HANDLING STATION

1 1/2" = 1'-0"2 EQUIPMENT SUPPORT - EXISTING

3" = 1'-0"15 TYPICAL SURFACE

1 1/2" = 1'-0"18 ROOF AND OVERFLOW DRAINS

3" = 1'-0"20

EXPANDING EAVE
WITH VERTICAL PANEL

1 1/2" = 1'-0"16 EAVE ASSEMBLY DETAIL

3" = 1'-0"19 EXPANDING EAVE
3" = 1'-0"11 FIXED RIDGE/HIP

3" = 1'-0"12

VERTICAL
PANEL WITH COPING

3" = 1'-0"8 VERTICAL SILL

1 1/2" = 1'-0"5

PIPE/TUBE PENETRATION
PRE-MOLDED FLASHING

1 1/2" = 1'-0"6 COVERBOARD ATTACHMENT

3/4" = 1'-0"7 INSULATION ATTACHMENT

3" = 1'-0"4 COPING CAP

3/8" = 1'-0"3 WALKWAY PAD

DATE DESCRIPTION

1 4/02/2025 BACK CHECK 01
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